
Congrout ® FR 
A UNIQUE CORROSION & FIRE RESISTANT NON-SHRINK GROUT  

 

 

DESCRIPTION  

Congrout FR is a unique non shrink cementitious grout 

containing special additives to give it corrosion and fire 

resistance properties. 

 

USES & ADVANTAGES  

Congrout FR is a non shrink cementitious grout for 

applications such as grouting of pipe lines, plinths, 

sewage treatment plants, structures exposed to sea 

water, under anchors and rails, machinery bases, 

turbines, pump, generators. bridge bearings, hydraulic 

steel structures in aggressive environments etc. 

Advantages include:-  

• High strength. 

• Protects concrete and steel rebar from deterioration 

and oxidation. 

• Non-toxic. 

• Protects against harmful elements such as sulphates 

& chlorides. 

• Cost effective. 

• Environmentally friendly. 

• No bleeding or segregation. 

• Vibration and impact resistant. 

• Easy to use. 

• Neutralises chloride ion activity. 

• Extended working times. 

• Fire resistant. 

• Corrosion resistant. 
 

PROPERTIES  

Appearance:     Grey powder 

Bulk Density:    Approx. 1.66-1.70 kg/litre 

Yield: Approx. 92-98 x 20 kg/bags/m3 of 

grout depending on water content 

Bond Strength: 2.5 N/mm2 at 28 days to Concrete 

ASTM D 4541 (Concrete failure) 

Drying Shrinkage: < 500 micro strain 

ASTM C490 at 28 days 25oC C/RH 50% 

Resistivity: < 12,000 ohm cm at 28 days 

Expansion of up to 1% or greater in unset material 

according to ASTM C827. 

Drying shrinkage is compensated for complying with 

the requirements of ASTM C1107, type C. 

 

SURFACE PREPARATION  

Surfaces should be clean, sound and free from oil, 

grease, laitance and loose particles. Metal surfaces 

should also be clean & free from rust, oil & grease. 

MIXING  

Congrout FR is a pre-mixed non-shrink grout. Pour 

required quantity of water into a mixing container and 

add 1 bag of Congrout FR gradually while rotating a 

mechanical mixer (max. 400 R.P.M.) mix for 3-5 minutes 

until lump free. Addition of water should be ap- 

proximately 4 litres for a J rote flow of 8 + 2 seconds. 

Do not add more than the maximum water content. This 

will result in loss of strength and increased segregation. 

 
APPLICATION  

Ensure the substrate is correctly prepared. No con- 

tamination and saturated with water at least 3 - 4 hours 

prior to pouring the grout. No free water should be left. 

During application ensure air entrained into the grout is 

able to escape through relief holes. Maintain continuous 

head when base-plate grouting. Mortar flow should not 

be interrupted.  

 

CURING  

To prevent rapid surface drying and crazing, use a 

suitable curing compound from Cormix’s Corcure range 

Corcure 90.  

 

IMPORTANT  

• Min. gap 5 mm up to max. 150 mm. 

• Cure the grout. 

• Formwork should be secure, do not allow grout loss. 

• Temperatures will affect the setting time and strength 

gain. 

In temperatures over 35oC ice or chilled water may be 

used.  

Note :- For large & deep volume pours, 10 mm down 

aggregate can be mixed with grout in the ratio of 1:1 or 
1:2 as per site required conditions.  

 
CONSUMTION  

95 x 20 kg bags & 285 litres of water for approx. 1 m3 of 
mortar. 

 

CLEANING  

Clean all tools with water immediately after use.  
 

PACKAGING  

20 kg. bag. 4 ply plastic lined bags. 
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Congrout ® FR 
A UNIQUE CORROSION & FIRE RESISTANT NON-SHRINK GROUT 

 TYPICAL CHARACTERISTICS AT 30OC UNDER LABORATORY CONDITIONS 

Water 
Content 

(%) 

Consistency 
(J rote) 

Setting time@25oC 
(minutes) 

ASTM C191-01a / 
ASTM C807  

Bleeding 
ASTM C940 

/ 
ASTM C232 

Average 
Compressive Strengths 
(N/mm2) - ASTM C109  

Flexural 
Strengths 
(N/mm2) 

ASTM C348  
28 days 

Initial  Final  1 Day  3 Days 7 Days 28 Days 

15-16
8 – 10 

seconds 
160-185 190-220 0 35-45 40-55 60-65 70-75 10-13

 Typical drawing for baseplate installation 

50 mm Tie rods 

20 mm thick plywood 

Plywood 

Inspection 

hole 
Baseplate 

Finished 

grout level 

Wooden form 

50 - 100 mm 

15 cm 
Head of Grout > 15 cm

Up to 25 cm 

50 x 75 mm timber 
bolted to substrate 

Shims 
Bolts 

Concrete 

Distance of Pour > 50 cm

STORAGE & SHELF LIFE 

Store in dry shaded conditions. The shelf life is at least 

12 months if kept dry in original packaging. High 

temperatures and humidity may reduce shelf life.  

HELTH & SAFETY 

Congrout FR is alkaline avoid contact with skin & eyes. 

Gloves, goggles and dust mask should be worn. Skin 

should be washed with water to remove & splashes in 

the eyes washed out with copious amounts of  clean 

water and medical attention sought. Congrout FR is 

nonflammable.  

TECHNICAL SERVICE 

The Cormix International Limited Technical Service 

Department is available to assist you in the correct use 

of our products and its resources are at your disposal 

entirely without obligation.  

 

QUALITY ASSURANCE  

ISO 9001 : 2008 verified by TUV Nord. 

CONTACT DETAILS  

Exclusive Distributor for Cormix International Ltd. 

CREST CORMIX PTY. LTD. 
13 Newmarket Lane, Epping, Victoria 3076, 
Australia Tel. +61 3 9945 2700
Fax. +61 3 9945 2799
http://www.crestcormix.com.au
E-mail: enquiries@crestcormix.com.au

NOTE : Every reasonable precaution is taken in the manufacture of all CORMIX-products to ensure that they comply with CORMIX‘s high standard of quality. The recommendations and 

properties of the product are based upon what is believed to be the most reliable information available, and are not intended as recommendations which infringe on other patents. Although 

all CORMIX-products are subject to rigid quality tests, no specific guarantee can be given, because results depend, not only on quality, but also on other factors beyond our control. We 

welcome therefore consultation in the event of doubt concerning application, or performance, and point out those oral recommendations, which vary from the instructions contained herein, 

are not binding without written confirmation by CORMIX. All transactions shall be subject to our terms and conditions of sale-delivery-and-service. This data sheet supersedes the previous 

one and a reprint may be issued without notice to supersede this edition, as and when deemed necessary. The information given in this leaflet is to the best of our knowledge true and 

reliable. Field service where provided does not constitute supervisory responsibility. Our guarantee is therefore limited to the quality of materials delivered. 

http://www.crestcoatings.com.au/
mailto:enquiries@crestcoatings.com.au

